























KOMATSU D65E-12


BULLDOZER











                          FOR 


ATMOSPHERIC TEMPERATURE:FROM -30C UP TO+40C


                    (-30C possible to start)








Starting Motor 11kW


Battery 170Am.h















































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D355A-3


BULLDOZER





WITH


GIANT RIPPER


ROPS CAB








FOR


ATMOSPHERIC TEMPERATURE:FROM -20C UP TO+40C



























































(SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D37E-5


BULLDOZER




















FOR


ATMOSPHERIC TEMPERATURE:FROM -20C UP TO+40C



























































(SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D155C-1


PIPELAYER


WITH STEEL CAB








SHOE WIDTH: 760mm


BOOM LENGTH: 6200mm





FOR 


ATMOSPHERIC TEMPERATURE:FROM -50C UP TO+40C





(Machine can be started at -30C and operate at -50C)












































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D155A-3


BULLDOZER











                          FOR 


ATMOSPHERIC TEMPERATURE:FROM -30C UP TO+40C


                    (-30C possible to start)

















with Mikuni Heater MX60 (cap. 6000Kcal/h)


(For coolant and engine oil)


Starting Motor 11kW


Battery 200Am.h
































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D275A-2


BULLDOZER











                          FOR 


ATMOSPHERIC TEMPERATURE:FROM -30C UP TO+40C


                    (-30C possible to start)

















with Mikuni Heater MX60 (cap. 6000Kcal/h)


(For coolant and engine oil)


Starting Motor 11kW


Battery 200Am.h
































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D355A-3


BULLDOZER











                          FOR 


ATMOSPHERIC TEMPERATURE:FROM -30C UP TO+40C


                    (-30C possible to start)

















with Mikuni Heater MX60 (cap. 6000Kcal/h)


(For coolant and engine oil)


Starting Motor 11kW


Battery 200Am.h
































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D375A-2


BULLDOZER











                          FOR 


ATMOSPHERIC TEMPERATURE:FROM -30C UP TO+40C


                    (-30C possible to start)

















with Mikuni Heater MX60 (cap. 6000Kcal/h)


(For coolant and engine oil)


Starting Motor 11kW


Battery 200Am.h
































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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KOMATSU D375A-3


BULLDOZER











                          FOR 


ATMOSPHERIC TEMPERATURE:FROM -30C UP TO+40C


                    (-30C possible to start)

















with Mikuni Heater MX60 (cap. 6000Kcal/h)


(For coolant and engine oil)


Starting Motor 11kW


Battery 200Am.h
































                       (SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE)
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