Technical requirements

For purchase of Hydraulic Excavators x 6 units

1. Technical requirements


1.1. Engine


1.2. Flywheel Horsepower
130 kw (175 HP)

1.3. Bucket Capacity, Backhoe type(SAE)
1.20 m3 

1.4. Shoe
Standard

1.5. Shoe Width
900 mm, Triple grouser shoe

1.6. Arm Length
3100 mm

1.7. 2 units of the excavator are to be equipped with 

Hydraulic pipings for Vibratory pile drivers.


1.8. Engine  Pre-Heater


1.9. Cab Heater


1.10. Fuel refill pump and Fuel consumption meter are

to be installed. 


1.11. Atmospheric Temperature
From  -40c




2. Scope Of Supply




2.1. Vibratory Pile Driver for round and square piles with max. diameter 320 mm. 
2 pieces

2.2. Special tool set for repair and maintenance.


2.3. Recommended spare parts for 1 year operation;


Rubber parts, High pressure hoses, Consumable parts


2.4. Spare parts for work equipment of excavator
6

  - Tooth
10 pieces

  - Side cutter
4 pieces

2.5. Vandalism protection


2.6. Documents for GOSGORTECHNADZOR


2.7. Technical documentations


  - Operation and Maintenance Manual


  - Shop Manual


  - Parts Book


2.8. First aid kit
1 piece

2.9. Fire extinguisher
1 piece
















































































