KOMATSU PC45R-8 

HYDRAULIC MINI-EXCAVATOR

WITH

0.15 M3 (SAE) BUCKET

1480 MM ARM

STEEL TRACK SHOE 400 MM

STEEL CAB WITH HEATER

FOR –20C UP TO +40C OPERATION
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KOMATSU PC45R-8 HYDRAULIC MINI-EXCAVATOR TECHNICAL SPECIFICATION

Common Description
TOPS CAB with heating + De-Luxe shock-absorber seat, STEEL SHOES, servocontrols, boom swing, hydr. circuit for hammer and hydr. circuit for 2-way equipment up to boom, 1480 MM ARM, dozer blade, CE sound-proofing, tool kit. 

Operating Weight, kg
4860

Flywheel Horsepower (SAE), HP(kW)/RPM
38.8 (28.9)

Bucket Capacity, m3
0.15

Boom Length, m
2695

Arm Length, m
1480

Swing Speed, RPM
9

Max Travel Speed, km/h
Hi 4.6

Lo 2.8

Dimensions, mm:

Overall Length (transport)
5485

Overall Height (transport)
2560

Overall Width (blade width)
1900

Length of Track on Ground
1910

Tail Swing Radius
1470

Ground Clearance
320

Engine:

Model
KOMATSU 4D84E 

No. of Cylinder-Bore x Stroke, mm
4 – 84 x 90

Piston Displacement, l
1.996

Hydraulic System:

Hydraulic Pump
1 x Variable Piston + Gear Pump

Max Oil Flow, l/min
129.5

Max Oil Pressure,  kg/cm2
255

Track Shoe Width, mm
400

Ground Pressure, kg/cm2
0.27

Capacity (Refilled), l:

Fuel Tank
51.5

Hydraulic Oil Tank
33

A Max Digging height…………………..5700 mm

B Max Dumping Height………………..3995 mm

C Max Digging Depth…………………..3530 mm

D Max Vertical Wall Digging Depth…...2660 mm

E Max Digging Reach…………………..5830 mm

F Max Digging Reach at Ground……...5695 mm 

G Min Swing Radius……………………1935 mm

Bucket Digging Force…………………..3160 kg

Arm Crowd Force……………………….2300 kg

